


conTROL S24 SINGLE AXIS VER .3
VaoFl  PROPORTIONAL CONTROLLER 3.5.1

THE S24 SINGLE AXIS MASTER SWITCH CAN BE USED FOR REMOTE CONTROL
OF ELECTRO—HYDRAULIC PROPORTIONAL VALVES, VARIABLE SPEED DRIVES
AND ELECTRONICS FOR ELECTRO/HYDRAULIC CONTROLS.

IT IS OF MODULAR DESIGN AND COMPACT SIZE.

IT IS BUILT FOR 6 MILLION OPERATIONS. THE S24 SWITCH IS OIL, OZONE, UV
AND SALT ATMOSPHERE (OCEAN CONDITION) RESISTANT.

THE S24 IS OBTAINABLE WITH A VARIETY OF MICROSWITCHES

AND POTENTIOMETERS. STANDARD CONTACT RATING 0.1A. 30VDC TO
DEGREE OF PROTECTION FRONT: IP54 15A. 250VAC
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TEL: (905) 564-0167
225 ADMIRAL BLVD. MISSISSAUGA, ONTARIO. L5T 2T3 FAX: (905) 564-6633




SENETT S24 SINGLE AXIS VER.3

CONTROL
CO. LTD. BANG BANG 3.5.1BB

THE S24 SINGLE AXIS MASTER SWITCH BANG BANG IS THE MOST SIMPLE

AND COST EFFECENT FOR SINGLE AXIS OFF ON APPLICATIONS.

IT IS OF MODULAR DESIGN AND COMPACT SIZE.

IT IS BUILT FOR 6 MILLION OPERATIONS. THE S24 SWITCH IS OIL, OZONE, UV
AND SALT ATMOSPHERE (OCEAN CONDITION) RESISTANT.

STANDARD CONTACT RATING 0.1A. 30VDC TO 15A. 250VAC

DEGREE OF PROTECTION FRONT: IP54
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SENETT
% CONTROL $24 PARTS LIST VER S
CO. LTD. .

FOR FLANGE MOUNTING (S21) SEE SHEET 3.2.4
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SENETT S24 ELECTRONIC VER3
Go. LD, CALIBRATION 3.5.6
B9702-1

[1 Threshold Adjustment (TH)
Adjust the "Threshold" Trimpot for the desired minimum
speed/flow. Move the handle slowly until the LED just
comes ON. If speed is too slow, turn the adjustment screw

CW. If the speed is too fast, turn the adjustment screw
CCW.

[1 Maximum Adjustment (Single Max)
Adjust the "Maximum" Trimpot for desired maximum
speed/flow when the handle is at full travel. Assure
that the speed decreases when the handle is moved
away from fully deflected position.

[1 Dual Max Adjustment (Max A, Max B)
See adjustment for "Maximum adjustment".
Max A and Max B provide the joystick controller with
separate maximum adjustments for each of the two
directions.

[J Ramping
Adjusts the rate of change of output current as the handle
is changing position. To increase the Ramp time, turn the
adjustment CCW; to decrease the ramp time, turn the
adjustment CW. To turn the Ramping completely off, turn
the adjustment to minimum. (20 times CW).

[ Dual Range Adjustment (DR)
When power is applied to the R terminal, the joystick
is in dual range mode. Adjust the "maximum
setting" potentiometer for desired maximum current
when the handle is deflected to its full travel position.
Assure that the speed decreases when the handle is
moved away from fully deflected position.

2| CW 2| CCW
Clockwise Counter-Clockwise

225 ADMIRAL BLVD. MISSISSAUGA, ONTARIO. L5T 2T3 = (305)564-0157

FAX: (905) 564-6633
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